
































Hammer, Flux Chipper, Needle Scaler

42201 Shank 10 mm (0.4”)

Shank 10 mm (0.4”)

Needle 3 mm x 19 pcs

Needle 3 mm x 28 pcs Needle 3 mm x 19 pcs Needle 4 mm x 35 pcs

Shank 12.7 mm (0.5”)42204 (4X)
42202 (2X), 42203 (3X)

42309 (9X)
42305 (5X), 42307 (7X)

43201 43204 44204

Speed
BPM

Piston D.
mm/inch

Length
mm/inch

Weight
kg/lb

Air Consumption
LPM / CFM

Air Inlet
inch

Working Pressure
Bar / PSI

Stroke
mm/inch

2,160 73 (2.9) 12.7 (0.5)42201 1.3 (2.9)208 (8.2) 50 (1.7) 1/4 23.1 101 / 112 DB 6.2 (90)

2,600 57 (2.3) 12.7 (0.5)42202 1.2 (2.6)154 (6.1) 50 (1.7) 1/4 23.1 101 / 112 DB 6.2 (90)

2,200 73 (2.9) 12.7 (0.5)42203 1.3 (2.9)185 (7.3) 50 (1.7) 1/4 25.9 101 / 112 DB 6.2 (90)

1,800 78 (3.1) 12.7 (0.5)42204 1.4 (3.1)211 (8.3) 50 (1.7) 1/4 28.8 97 / 108 DB 6.2 (90)

1,600 68 (2.7) 19.0 (0.8)42305 1.7 (3.7)227 (9.0) 63 (2.2) 1/4 12.5 95 / 106 DB 6.2 (90)

1,140 98.4 (3.9) 19.0 (0.8)42307 2.2 (4.8)252 (9.9) 63 (2.2) 1/4 9.4 100 / 111 DB 6.2 (90)

900 148 (5.8) 19.0 (0.8)42309 2.7 (5.9)300 (11.8) 63 (2.2) 1/4 19.5 100 / 111 DB 6.2 (90)

4,800 32 (1.2) 22.0 (0.9)43201 1.1 (2.4)235 (9.3) 85 (3.0) 1/4 26.59 92 / 103 DB 6.2 (90)

5,000 33 (1.3) 25.0 (1.0)43204 1.8 (4.0)420 (16.5) 198 (7.0) 1/4 31.01 98 / 109 DB 6.2 (90)

4,600 38 (1.5) 25.0 (1.0)44204 2.8 (6.2)460 (18.1) 232 (8.2) 1/4 7.74 99 / 110 DB 6.2 (90)

3,500 28 (1.1) 28.0 (1.1)44302 3.6 (7.9)350 (13.8) 210 (7.4) 3/8 8.06 99 / 110 DB 6.2 (90)

3,700 33 (1.3) 23.5 (0.9)44207 2.7 (5.9)330 (13.0) 85 (3.0) 1/4 18.10 98 / 109 DB 6.2 (90)

2,500 52 (2.0) 33.0 (1.3)44301 6.0 (13.2)460 (18.1) 210 (7.4) 1/4 28.56 100 / 111 DB 6.2 (90)

Item No. 

Vibration
m/s

Noise Level
LpA / LwA

44302 44207 44301

Pneutrend riveting hammer for riveting, king pin removal, bushing driving and boat shearing

For surface preparation work involving the cleaning or removal of paint, rust or weed slag
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75030 11,000
75029 11,000

Speed
RPM

Power
KW/HP

Length
mm/inch

Weight
kg/lb

Air Consumption
LPM / CFM

0.97 (1.3) - 125 (5)

125 (5)
125 (5)

180 (7)

230 (9.0) 1.8 (4.0) 108 (3.8)
- 114 (4.5)

-

- 100 (4)

0.97 (1.3) 230 (9.0) 1.8 (4.0) 108 (3.8)

75028

75035
75033R

75037R

11,000 0.97 (1.3)

0.45 (0.6)

230 (9.0) 1.8 (4.0) 108 (3.8)

11,000 1.26 (1.7)
- 5/8”-1112,000 1.72 (2.3)

- 5/8”-117,600 1.72 (2.3)

265 (10.4) 1.9 (4.1) 141 (5.0)

74306 25,000 0.30 (0.4) 206 (8.1) 0.6 (1.3) 113 (4.0)

74312 20,000 0.30 (0.4) 180 (7.1) 0.6 (1.3) 113 (4.0)

71101 20,000 198 (7.8) 0.7 (1.5) 85 (3.0)

Spindle
Size

Item No. 

S
up
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r 
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ut
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Collet
mm/inch

Super Duty Grinder / Die Grinder

Wheel
mm/inch

Air Inlet
inch

Working Pressure
Bar / PSI

6.2 (90)
6.2 (90)

6.2 (90)

6.2 (90)

6.2 (90)

6.2 (90)

1/4
1/4

1/4  

6.2 (90)1/4 
0.37 (0.5)71000  -

-

-

-

-
-

-

-

22,000 6 (1/4)
6 (1/4)

6 (1/4)

6 (1/4)

177 (7.0) 0.6 (1.3) 62 (2.2) 6.2 (90)1/4 

3/8
234 (9.2) 1.8 (4.0) 195 (6.9)3/8

234 (9.2) 2.0 (4.4) 195 (6.9)3/8

6.2 (90)

6.2 (90)

1/4

1/4  

M10 x 1.5,
3/8”-24

M14 x 2.0,
5/8”-11

M14 x 2.0,
5/8”-11

M14 x 2.0,
5/8”-11

74306 7431271000 71101

SANTOPRENE cushion grip
Power Regulator
Handle air exhaust

Light Weight
Powerful
Low Noise
Ericksion Chuck
Less runout

7 Degree offset 
Rugged design for rapid 
performance of task
Heavy duty construction 
Gearless design for easy 
maintenance

Rugged design for rapid 
metal removal, deburring 
with either a mounted 
wheel or rotary burr. 
Heavy duty construction 
Durable and Long Lasting 
Gear Set  

Die Grinder

1.3 HP Angle Grinder 1.7 HP Angle Grinder 2.3 HP Angle Grinder

4” 4.5” 5” 5” 7”

Composite Die Grinder Angle Die Grinder Angle Die Grinder 

75028 75029 75030 75035 75033R 75037R

Superior power (up to 1.7 HP) for 
heavy duty rough grinding and 
maximal productivity 
Quick adjustable wheel guard
Dead side handle for two-hand 
operation
Spindle lock

2.3 HP High power and torque motor 
for Heavy duty rough grinding and 
maximal productivity
Spindle lock 
Dead side handle for two-hand 
operation

Low profile, suitable for professional 
applications and requirements
1.3 HP powerful motor 
Speed Governor
Spindle Lock 
Swivel Side Exhaust
55° Adjustable Safety Guard

1.3 HP
1.7 HP

2.3 HP

www.pneutrend.com.tw

40

















E-Sander & Industrial Vacuum MC

Item No. Tank Capacity Power Max. Vacuum Power Applied Tools Vacuum Hose Weight Size

E-VC1100A 48 L 2000 mm H2O pneumatic
sander 5 M x 2 pcs 25 kgs (55 lbs) 610 x 510 x 890 mm

 (24" x 20" x 35")

E-VC1131AEK 38 L 2450 mm H2O pneumatic &
electric sanders 24.8 kgs (54.6 lbs) 790 x 545 x 1460 mm

(31" x 21" x 57.5")

E-VC1120A 25 L 8.7 kgs (19.1 lbs) 350 x 350 x 570 mm
(13.8" x 13.8" x 22.4")

E-VC1101A 9.5 L 7.3 kgs (16.1 lbs) 350 x 350 x 390 mm
 (13.8" x 13.8" x 15.4")

E-VC1120E 25 L 8.7 kgs (19.1 lbs) 350 x 350 x 570 mm
(13.8" x 13.8" x 22.4")

E-VC1101E 9.5 L 7.3 kgs (16.1 lbs) 350 x 350 x 390 mm
 (13.8" x 13.8" x 15.4")

1150 W

2550 mm H2O
5 M x 1 pc

electric
sander

pneumatic
sander

1100 W

1150 W

Compact, lightweight and quiet design
9-speed setting from 2,000 RPM to 10,000 RPM
Maintains a constant speed under varying loads. 
Brushless DC motor achieves a long and trouble-free life. 
Comfortable ergonomic grip

Industrial Vacuum Machine

Suitable for pneumatic or electric 
sanders
Automatic operation with direct 
response to tool operation

Specifications : 
- Pad: 125 mm (5”) ; 150 mm (6") 
- Power: 350 W (0.47 HP)
- Max. Speed: 10,000 RPM 
- Orbit: 2.5 mm (3/32") ; 5.0 mm (3/16")
- AC Input : 100 ~ 240 V ; 50/60 Hz
- Vacuum Type : Central Vacuum 
- Size: 251 x 150 x 94 mm (9.9" x 5.9" x 3.7")
- N.W. of Sander: 0.9 kg (2 lbs)  

Electric Orbital Sander 

5” Pad
5.0 mm Orbit

6” Pad
2.5 mm Orbit

6” Pad
5.0 mm Orbit

E-SA350252 E-SA350162 E-SA350262

48 L.
E-VC1100A

- Used with air sa
nder 

9.5 L.
E-VC1101A

25 L.
E-VC1120A

- Used with air sa
nder 

9.5 L.
E-VC1101E

25 L.
E-VC1120E

- U
sed

 w
ith

 el
ect

ric
 sa

nd
er 

38 L.

E-VC1131AEK

- Used with both air and electric s
anders 
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